


































7812-0000-20

3871-1000-10

4672-1000-20 4621-0000-10

3821-0000-12

7822-0000-40

3800 / 4600 / 7800 Series, LED Warning Lamps
Weldon’s 3800, 4600, and 7800 series warning lamps are available in LED, Halogen or Strobe. The lens and reflector are sealed 
eliminating the problems of dust and moisture infiltration.  All versions are available as a panel mount, or with a chrome trim flange.  
The LED versions contain a triple seal mating connector.  The Halogen versions use an automotive style twist and lock socket that 
allows for easy, off-the-shelf bulb service.

• Superior light output
• Sealed lens and housing
• Sealed, integrated connector
• Panel or chrome flange mount
• LED function in 12V and 24V applications  
• 5 year warranty on LED lamps

	 1	 =   Halogen
	 2	 =   Strobe
	 7	 =   LED

Lamp Type3

	 1	 =   Panel Mount
	 2	 =   Chrome Bezel (Flange) Mount

Mounting Configurations4

	 0	 =   Non LED Lamp (Halogen or Strobe)
	 1	 =   LED Warning Lamp

Lamp Function5

	 3	 8	 =   3x7 Warning Lamp
	 4	 6	 =   4x6 Warning Lamp
	 7	 8	 =   7x9 Warning Lamp

Series1 2

	 1	 0	 =   Red
	 2	 0	 =   Amber
	 3	 0	 =   Clear
	 4	 0	 =   Blue	
Split Lens Options (For Halogen and Strobe Lamps Only)
	 1	 2	 =   Amber / Red	
	 1	 3	 =   Red / Clear
	 1	 4	 =   Red / Blue
	 2	 1	 =   Amber / Red
	 2	 4	 =   Amber / Blue
	 3	 1	 =   Clear / Red
	 3	 4	 =   Clear / Blue
	 4	 1	 =   Blue / Red
	 4	 2	 =   Blue / Amber
	 4	 3	 =   Blue / Clear

Lens Color9 10

0 0 0
Series

- -

Lens Color
Lamp Type
Mounting Configuration

Lamp Function

1 2 3 4 5 9 10

3800, 4600, 7800 Series Service Parts
Order Nos. Service Parts   CTN
0E22-0327-00 Repl. Bulb #795, Halogen 100
0K90-0336-00 Repl. Socket, single contact 10
0C90-1028-xx Repl. Hal. lens/reflector assembly 3”X7” 6
0M10-1328-xx Repl. Strobe head assembly  3”X7” 6
0C90-0350-xx Repl. Hal. lens/reflector assembly 4”X6” 6
0M10-1330-xx Repl. Strobe head assembly  4”X 6” 6
0C90-1138-xx Repl. Hal. lens/reflector assembly 7”X 9” 6
0M10-1428-xx Repl. Strobe head assembly  7”X 9” 6
0B53-1016-00 3” X 7” Chrome bezel 6
0D30-1026-00 3” X 7” Mounting pad,  bezel mount 6
0D10-1025-00 3” X 7” Gasket between lamp and bezel 6
0D30-1027-00 3” X 7” Mounting pad, panel mount 6
0B53-0333-00 4” X 6” Chrome bezel 6
0D30-0377-00 4” X 6” Mounting pad,  bezel mount 6
0D10-0334-00 4” X 6” Gasket between lamp and bezel 6
0D30-0385-00 4” X 6” Mounting pad, panel mount 6
0B53-1125-00 7” X 9” Chrome bezel 6
0D30-1136-00 7” X 9” Mounting pad,  bezel mount 6
0D10-1135-00 7” X 9” Gasket between lamp and bezel 6
0D30-1137-00 7” X 9” Mounting pad, panel mount 6

Description LED Amp Draw 
12 V

LED Amp Draw 
24V

Halogen
Amp Draw 12V

Strobe  
Amp Draw

3” X 7” warning 0.8 0.42 4.2 *
4” X 6” warning 0.9 0.35 4.2 *
7” X 9” warning 2.3 1.18 4.2 *

* Amp draw varies based on power supply used
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7400 Series,  Strobe Power Systems
For new or retrofit applications.  Power supply for NFPA or GSA-KKK vehicles.  User-selectable flash patterns: 
dual, quad or random flash patterns.   Three wire, shielded heavy-duty strobe cable offers connectors 
installed and is available in various lengths. Operates in 12V or 24V applications.

Order Nos. Description

7404-0060-00        Strobe pack, 4-channel 60w

7414-0090-00        Strobe pack, 4-channel 90w

3200-0000-13, Supplemental Warning Lamp Kit
The kit developed with Ohio transportation officials, highway patrol, and school districts to reduce stop arm violations, the kit 
positions supplemental LED warning lamps at bumper level on the bus (fore and aft) to provide an attention demanding signal that is 
more perceptible to a distracted motorist than the standard 8 lamp system alone.  

• Supplemental LED lights provide increased safety when loading and unloading students 
• Reduces the number of illegal passers
• Lights are active when stop arm is deployed enhancing driver visibility 
• Complement to the national standard for school bus lighting  FMVSS-108
• Approved as a safety option by the State of Ohio Highway Patrol

Order Nos. Description

3201-0000-13 Red/White Supplemental Warning Lamp

3200-0000-13 Supplemental Warning Lamp Kit

7404-0060-00

8401-0000-20, LED Door Warning Lamp 
The 8401 Door Warning Lamp is an ideal auxiliary warning light for your emergency vehicle application.  Mounted on your 
apparatus doors, the light strip contains LEDs and specialized optics to emit an amber light flashing pattern that directs traffic 
away from the doors when open.  Enhancing safety, Weldon engineers designed the optics specifically to throw the light away 
from the operators’ eye and toward approaching traffic.

• Length: 16"   Height: 3/4"    Depth:  5/8"
• 15 traffic directing amber LEDs
• Sealed construction for excellent moisture protection
• Voltage:   12 V (.09 amp draw)

Order Nos. Description Amp 
Draw 12V CTN

8401-0000-20 Door warning lamp, amber .09 100

8401-0000-20

3201-0000-13 Kit
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1020-9000-20

1020-9000-10

Patented V-LED design allows 
replacment of LEDs

1020-9000 Series, 7" V-LED Warning Lamp   
V-LED Warning Lamp which combines advanced electronics plus a conventional idea of just replacing 
a broken lens.  Designed with serviceability in mind, the new warning light can be disassembled to 
change the lens or upgrade LED’s, eliminating the need to replace the entire light. The 1020-9000 
Series light provides industry leading thermal management, low current draw and lower long-term 
cost than ordinary lights. No other 7" LED Warning Light offers “service made easy” with upgradeable 
LED technology.

• Exclusive patented V-LED technology for superior thermal efficiency and excellent brightness
• Utilizes only 8 high-power LED’s for optimal output intensity, fully illuminating the entire lens
• Cover lens is replaceable
• LED's are serviceable/upgradable
• Standard lead wires allow flexibility to add the connector of choice
• Exceeds SAE J887 requirements - DOT (FMVSS108) compliant
• Strobing and standard flash in one lamp
• Instant on for improved visibility and safety
• No switch mode regulation - eliminates radio interference
• Advanced lens design for maximum optical performance
• 5 year warranty

Order Nos. Description Amp 
Draw 12V CTN

1020-9000-10 7” LED serviceable red Warning 1.0 12
1020-9000-20 7” LED serviceable amber Warning   1.5 12

1020-9030-xx 7" Serviceable LED Warning Lamp,   
AMP 250 Series connector        

 1.0 red
1.5 amber 12 

1020-9090-xx  7" Serviceable LED  Warning Lamp,   
Single AMP Univ Mate-N-Lok connector   

1.0 red
1.5 amber 12 

xx denotes (-10 red) or (-20 amber)

Order Nos. Service Parts CTN
0C20-2312-XX Cover lens for 1020-9000 12
0C10-2313-00 Inner lens for 1020-9000 12
0D10-2316-00 Lens gasket 12
0D10-1977-00 Mounting gasket 12
0E30-2262-12 12 pack V-LED kit, red 1
0E30-2262-23 12 pack V-LED kit, amber 1
1021-0000-00 Visor for 1020 120

Connector for 
the 1020-9090 &
1020-5090

Connector for 
the 1020-9030 &
1020-5030

1020-5000 Series, LED Warning Lamp
1020-5000 
High-brightness LED Warning Light which combines advanced electronics and efficient optical elements.  The warning lamp includes 
five state-of-the-art high power LEDs that project an intense signal.  The 1020-5000 Series light provides industry leading thermal 
management, low current draw and lower long-term cost than ordinary lights.

• Utilizes 5 high-power LED’s for optimal output intensity
• Dual lenses efficiently distribute the light from the LEDs, fully illuminating the entire lens
• Low amp draw
• Standard lead wires allow flexibility to add the connector of choice
• Exceeds SAE J887 requirements
• DOT (FMVSS108) compliant
• Strobing and standard flash in one lamp
• Instant on for improved visibility and safety
• No switch mode regulation
• No radio interference
• 5 year warranty 1020-5000-20

1020-5000-10

Order Nos. Description Amp Draw 
12V CTN

1020-5000-xx 7” LED Warning lamp 1.10 Red
1.60 Amber 12

1020-5030-xx 7” LED Warning lamp w/AMP 250 Series 
Connector

1.10 Red
1.60 Amber 12

1020-5090-xx 7” LED Warning lamp w Single AMP Univ 
Mate-N-Lok connector

1.10 Red
1.60 Amber 12

xx denotes (-10 red) or (-20 amber)

W
eldon Vehicle Lighting &

 Electrical Control

121

Warning Lighting



1010-1120-10

1000-1100-20

9186-5585-20

1000 / 1010 Series, 7” Incandscent Stop, Turn & Tail Lamps
• Stainless Steel bodies now available  

Order Nos. Description Amp Draw 12V CTN
1000-1100-20     7" turn w/arrow, socket back, black base, sgl cont #1156 bulb            2.1 48
1000-1106-20    7" turn w/arrow, ground wire, socket back, black base, sgl cont #1156 bulb 2.1 48
1010-1100-xx      7" stop or turn, socket back, black base, #1156 bulb                                2.1 48
1010-1120-xx     7" stop & tail/ park & turn, socket back, black base, dual cont #1157 bulb          2.1/.59 48
1010-1126-xx           7" stop & tail, black base, socket back, ground wire, dual cont #1157 bulb 2.1/.59 48
1010-7120-xx 7" stop & tail/ park & turn, flat back, black base, dual cont #1157 bulb      2.1/.59 32
1002-0000-xx      Repl.  lens, acrylic, arrow 7" round 24
1003-0000-xx  Repl.  lens, acrylic          24
1014-0000-00        Repl.  gasket, lens                   12
1015-0000-00        Repl.  mounting pad for black base 12
9018-0013-00        Repl.  bulb: #1156 bulb,  32CP                100
9018-0020-00        Repl.  bulb:  #1157 bulb,  32/3CP       100
100S-1100-XX 7" turn w/arrow, socket back, stainless steel base, sgl cont #1156 bulb 2.1 48
1010S-1100-XX 7" stop or turn, socket back, stainless steel, sgl cont #1156 bulb 2.1 48
1010S-1200-XX 7" stop & tail/ park & turn, socket back, stainless steel, dual cont  #1157 bulb 2.1/.59 48
1010S-7100-XX 7" stop or turn, flat back, socket back,  stainless steel, sgl cont#1156 bulb 2.1 32
0E17-3623-00 Repl.  bulb:  #2057, 32/2 CP for stainless steel
NOTE: xx Denote (-10) red Lens (-20) Amber Lens

Patented V-LED design allows 
replacment of LEDs

Part Number Description Amp Draw 12V CTN
1017-9000-10 Stop & Tail, Single V-LED, 7” Round, Red Lens .57/.06 12
1017-9000-20 Rear Turn, Single V-LED, 7” Round, Amber Lens .57/.06 12
0C80-2684-XX Replacement cover lens kit 12
0E30-2262-12 V-LED Kit, 1 watt, Red, 12 pcs 1
0E30-2262-23 V-LED Kit, 2 watt, Amber, 12 pcs  1

Note: xx Denote (-10) red lens, (-20) amber lens

1017-9000 Series , 7” Round, Single V-LED  
Designed for long-term service and low lifecycle costs, Weldon’s 1017-9000 
Series offers the best of both worlds —combining the benefits of Weldon’s 
patented V-LED technology in a traditional look. It is the industry’s only 
serviceable, maintainable, and upgradable stop, tail, turn, and backup light. It 
is loaded with value-added features that reduce maintenance expenses and 
vehicle downtime, while enhancing signaling and visibility through optimized 
light control. Some of the key features/benefits include:

• Replaceable cover lens serviceable on the vehicle
• Serviceable V-LED
• Low power consumption/amperage draw
• Backup lamp available page 128
• 5 year warranty

1017-9000-20

1017-9000-10

7" LED Stop, Turn & Tail Lamps
This 7" diameter series is available in two LED versions.    
		
LED, 9186-5585 Series
• Economically priced
• Low amp draw
• Backup available page 128

Order Nos. Description Amp Draw 12V CTN
9186-5585-10 7" econ. LED, stop & tail, reflex, red .54/.03 12
9186-5585-20 7" econ. LED, park  & turn, reflex, amber .54/.03 12
9186-5586-10 7" econ. LED, stop & tail, red .54/.03 12
9186-5586-20 7" econ. LED, Park  & Turn, Amber .54/.03 12

9186-5585-10
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9186-5525-209186-5300-10 9186-5525-10

2351-0100-00

2351-0100-00
Bottom Side View

9186-2610-20

9186 Series, 4" Round and 6" Oval
This lamp series is available in LED or incandescent.  The kit contains the lamp, mounting grommet and plug.

• Electrical "sure seal" connector for a weatherproof seal
• Low amp draw for the LED
• Sealed lamps keep out moisture and dirt

Order Nos. Description Amp Draw 12v CTN

9186-5300-10 4" stop & tail lamp kit, 3-wire, grommet mt, red 2.9/0.6 50
9186-5525-10 4" LED stop & tail lamp kit, 3-wire, grommet mt, red 0.4/0.2 10
9186-5525-20 4" LED turn & park lamp kit, 3-wire, grommet mt, amber 0.4/0.2 10
9186-2610-20 6" oval turn signal lamp kit   2.9/0.6 50
0K90-1291-20 Replacement 3 wire/plug for 9186-5525 10

2350 Series, LED Combination Lamp 
This OEM heavy truck qualified lamp features Stop, Tail, Turn, Reverse and License (2351 only) functions in a single lamp.  The LED light 
sources are automotive grade for reliable long-term operation.  Plastic construction with stainless steel mounting hardware insures years 
of corrosion free service.  The integral sealed connector provides easy hook-up to the vehicle harness.  Mounting bolt pattern matches 
most popular rear box lamp configurations. 

Order Nos. Description
Amp Draw 12V

CTN
Stop/Turn Tail/License Reverse

2351-0100-00 Rear Combination Lamp w/License .12 .11 .20 24
2352-0100-00 Rear Combination Lamp w/o License .12 .01 .20 24
0K90-3307-00 Plug Assembly, 4-Wire for 2351 24
0K90-3308-00 Plug Assembly, 4-Wire for 2352 24
2350-0000-00 LED Rear Combination Light Kit 1

0L40-3528-00 Harness 1

124

W
e

ld
o

n
, a

 d
iv

is
io

n
 o

f
 A

k
r

o
n

 B
r

a
s

s
 | P

H
. 8

0
0

.9
8

9
.2

7
1

8
 (

6
1

4
.5

2
9

.7
2

3
0

)
 | w

e
ld

o
n

in
c

.c
o

m

Stop, Turn & Tail Lighting



3800 Series, 3" X 7" Stop, Turn, and Tail Lamps 
LED
• Unsurpassed light output
• Sealed lens and housing
• Available in panel or chrome flange mount
• Sequential arrow turn can be used to supplement your standard  
   DOT approved turn signal
• Integrated 3-pin, triple seal connector
• Operates in 12 and 24V applications
• 5 year warranty

Order Nos. Description Amp Draw 12V Amp Draw 24V
3871-2000-10 3"X7" LED, stop & tail, panel mount, red .65/.11 .31/.04

3871-6000-21* 3"X7" LED, seq turn w/arrow lh, panel mount, amber 0.89 0.4

3871-6000-22* 3"X7" LED, seq turn w/arrow rh, panel mount, amber 0.89 0.4

3872-2000-10 3"X7" LED, stop & tail, bezel mount, red 65/.11 .31/.04

3872-6000-21* 3"X7" LED, seq turn w/arrow lh, bezel mount, amber 0.89 0.4

3872-6000-22* 3"X7" LED, seq turn w/arrow rh, bezel/amber 0.89 0.4

* Supplemental use only. Must be paired with FMVSS 108 certified signal.

3800 Series, 3" X 7" Stop, Turn, and Tail Lamps 
Incandescent
• Available in panel mount, or with a chrome trim flange
• Single or dual contact
• Twist lock socket for easy bulb service
• 12V only

Order Nos. Description Amp Draw 12V
3841-0000-10 3"x7" stop or tail, #1156 bulb, panel mount, red 2.1
3841-0000-20 3"x7 turn #3497 bulb, panel mount, amber 2.1
3841-0000-21 3"x7" turn w/arrow lh, #3497 bulb, panel mount, amber 2.1
3841-0000-22 3"x7" turn w/arrow rh, #3497 bulb, panel mount, amber 2.1
3842-0000-10 3"x7 stop or tail, #3497 bulb,  bezel mount, red 2.1
3842-0000-20 3"x7" turn, #3497 bulb bezel mount, amber 2.1
3842-0000-21 3"x7" turn w/arrow lh, bezel mount, #3497 bulb, amber 2.1
3842-0000-22 3"x7" turn w/arrow rh, bezel mount, #3497 bulb, amber 2.1
3851-0000-10 3"x7" stop & tail, #2357 bulb, panel mount, red 2.2/.59
3851-0000-20             3"x7" park & turn, panel mount, #2357 bulb, amber 2.2/.59
3852-0000-10 3"x7" stop, turn & tail, bezel mount, #2357 bulb, red 2.2/.59

 

3871-2000-10

3872-0100-20

3841-0000-10

3841-0000-20

9186 Series, Outrigger Lamp
This dual faced outrigger lamp addresses illumination for aerial applications. Tough 
polycarbonate lenses are sealed to keep electronics free from moisture and dirt.

• Polycarbonate lenses
• Fully encapsulated electronics
• Chrome plated, die-cast zinc housing
• Pedestal mount
• Measures 4.17” diameter x 4.6” tall x 1.69” wide

Order Nos. Description Amp Draw 12V CTN

9186-2366-10 LED Dual-Face Red/Red 0.7 12

9186-2366-10
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4671-2000-10

4672-6000-21

4600 Series, 4" X 6" LED Stop, Turn & Tail Lamps
LED
• Low amp draw
• Unsurpassed light output
• Sealed lens and housing
• Available in panel, chrome flange, or headlamp mount
• Sequential arrow turn can be used to supplement your standard DOT approved turn signal
• Integrated 3-pin, triple seal connector
• Operates in 12V and 24V applications
• 5 year warranty

Order Nos. Description Amp Draw 12V Amp Draw 24V CTN

4671-2000-10 4"X6" LED, stop & tail, panel mount,  red .69/.12 .31/.04 6
4671-6000-21* 4"X6" LED turn w/seq arrow  lh,  panel mount, amber 0.81 0.68 6
4671-6000-22* 4"X6" LED Turn w/Seq Arrow Rh, Panel Mount, Amber 0.81 0.68 6
4672-2000-10 4"X6" LED, stop & tail, bezel mt, red .69/.12 .31/.04 6
4672-6000-21* 4"X6" LED turn w/seq arrow  lh,  bezel mount, amber 0.81 0.68 6
4672-6000-22* 4"X6" LED turn w/seq arrow  rh,  bezel mount, amber 0.81 0.68 6
4673-6000-21* 4"X6" LED turn w/seq arrow lh, head lamp mount, amber 0.81 .31/.04 6
4673-6000-22* 4"X6" LED turn w/seq arrow rh, head lamp mount, amber 0.81 0.68 6

* Supplemental use only. Must be paired with FMVSS 108 certified signal.

4600 Series, 4" X 6" Incandescent
Incandescent
• Available in panel mount, or with a chrome trim flange
• Single or dual contact
• Twist lock socket for easy bulb service
• 12V operation

Order Nos. Description Amp Draw 12V CTN

4641-0000-10 4"x6" stop or tail, panel mount, red 2.1 6

4641-0000-20 4"x6" turn, #1156 bulb, panel mount, amber 2.1 6

4641-0000-21 4"x6" turn w/arrow lh, #1156 bulb, panel mount, amber 2.1 6

4641-0000-22 4"x6" turn w/arrow rh, #1156 bulb, panel mount, amber 2.1 6

4642-0000-10 4"x6" stop or tail, #1156 bulb, bezel mount, red 2.1 6

4642-0000-20 4"x6", turn, #1156 bulb,  bezel mount, amber 2.1 6

4642-0000-21 4"x6" turn, w/arrow lh, #1156 bulb, bezel mount, amber 2.1 6

4642-0000-22 4"x6" turn, w/arrow rh, #1156 bulb, bezel mount, amber 2.1 6

4643-0000-20 4"x6" turn, headlamp mount, #1156 bulb, amber 2.1 6

4643-0000-21 4"x6" turn w/arrow lh, headlmp mount, #1156 bulb, amber 2.1 6

4643-0000-22 4"x6" turn w/arrow rh, headlamp mount, #1156 bulb, amber 2.1 6

4651-0000-10 4"x6" stop & tail, panel mount, #1157 bulb, red 2.1/.59 6

4651-0000-20 4"x6" park & turn, panel mount, #1157 bulb, amber 2.1/.59 6

4652-0000-10 4"x6" stop & tail, bezel mount, #1157 bulb, red 2.1/.59 6

4652-0000-20 4"x6" park & turn, bezel mount, #1157 bulb, amber 2.1/.59 6

4653-0000-20 4"x6" park & turn, headlamp mount, #1157 bulb, amber 2.1/.59 6

                                         

Service Parts for 4600 series Stop/Tail and Turn
Order Nos. Service Parts For 3800, 4600, 7800 S-T-T CTN
0C90-0350-xx        Repl. lens assy, hal-sf, 4600 series 6
0C90-0351-xx Repl. lens assy, hal-df, 4600 series 6
0C90-0352-xx    Repl. lens assy, arrow, hal, 4600 series 6
0D30-0377-00 Repl. mounting pad,  4600 series,  bezel 6
0D30-0385-00 Repl. mounting pad,  4600 series,  panel 6
0K90-0336-00 repl. socket, single contact 6
0K90-0337-00 Repl. socket, dual contact 6
9018-0013-00        Repl. bulb: #1156 bulb, 32cp                6
9018-0020-00        Repl. bulb:  #1157 bulb, 32/3CP       6

NOTE: xx Denote (-10) red, (-20) amber, (-21) left, (-22) right

4651-0000-10

4641-0000-21
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4681-3200-29 

4694-0171-18

4684-0100-18 3894-0161-18

3884-0100-18

Tri/Quad Cluster Model Number Configuration Guide
Save Installation time and labor with our total surface mount tail lamp assemblies, they are ready to mount straight out of the box.
 -Available in LED or incandescent options 
 -Sealed lamp design, no moisture or dirt issues.
 -Easy to install  

8		 =   Tri-Cluster
9		 =   Quad-Cluster

Tri/Quad Designator3

0	 =	 No Connectors
1	 =	 Packard
2	 =	 Deutsch
3	 =	 Amp
4	 =	 Packard/Packard
5	 =	 Deutsch/Deutsch
6	 =	 Amp/Amp
7	 =	 Individual Deutsch

Connector Type*6

0	 =	 No Option Lamp/Top
1	 =	 Halogen Warning Lamp/Top
2	 =	 Strobe Warning Lamp/Top
3	 =	 Halogen Warning Lamp/Bottom
4	 =	 Strobe Warning Lamp/Bottom
5	 =	 No Option Lamp/Bottom
6	 =	 LED Warning Lamp/Bottom
7	 =	 LED Warning Lamp/Top
8	 =	 Stop/Tail Lamp/Bottom
9	 =	 Stop/Tail Lamp/Top
A	 =	 Halogen Scene/Top
B	 =	 Halogen Scene/Bottom
C	 =	 LED Scene/Top
D	 =	 LED Scene/Bottom

Option Lamp Type/Location7

1	 =	 Horizontal, Left 
2	 =	  Horizontal, Right 
4	 =	 Vertical 

Orientation Style4

0	 =	 No Warning Lamp
1	 =	 Red
2	 =	 Amber
4	 =	 Blue
5	 =	 Red Diamondback
6	 =	 Amber Diamondback
8	 =	 Blue Diamondback

Warning Lens Color8

0	 =	 Stop/Tail | Amber Turn | Backup
1	 =	 Amber Turn | Stop/Tail | Backup
2	 =	 Stop/Tail | Red Turn | Backup
3	 =	 Amber Turn | Backup | Stop/Tail
4	 =	 Backup | Amber Turn | Stop/Tail
8	 =	 Option | Stop/Tail/Turn | Backup
9	 =	 Open | Stop/Tail/Turn | Backup

Lamp Stacking**5

0	 =	 No DOT LED
1	 =	 LED Stop/Tail/Turn/Backup
2	 =	 LED Stop/Tail/Turn |  
		  Incandescent Backup

LED DOT Configuration9

0	 =	 No Arrow (Available Incandescent Only)
1	 =	 Left Amber Arrow
2	 =	 Right Amber Arrow
7	 =	 LED Turn
8	 =	 Left Sequencing LED Arrow
9	 =	 Right Sequencing LED Arrow

Arrow Configuration  10

	 3	 8	 =   New 3x7 = Lamp Head Series
	 4	 6	 =   4x6 Lamp Head Series

Series (Size)1 2

Series

- -

Arrow Configuration
Tri/Quad Designator LED Combination
Orientation Style Warning Lens Color
Lamp Stacking Option Lamp Type/Location
Connector

1 2 3 4 5 6 7 8 9 10

* Connector types 0-3 have either no warning lamp or flying leads on warning lamp. Types 4 - 9 have connector on stop/tail/turn/backup lamps and a separate connector on the warning lamp. The first con-
nector listed is for the stop/tail/turn/backup the second is the warning lamp connector.

** For Horizontal mount orientation the lamp position closest to the outside of the vehicle as installed is position #1. (ie. when looking at the back of the vehicle, the 4681-3200-01 is Amber Turn | Backup | 
Stop/Tail while the 4682-3200-02 is Stop/Tail | Backup | Amber Turn).
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7"  Backup Lamps 
Weldon’s 7" backup lamps are available in LED and incandescent.  Commonly used with the 1000 and 1010 stop, tail, turn lamps.  

1017-9000 Series , 7" Round, Single V-LED 
• Replaceable cover lens serviceable on the vehicle
• Upgradeable V-LED
• Single V-LED design
• Low power consumption/amperage draw
• DOT (FMVSS108) compliant
• Use with 1017 stop, tail and turn, See page 122
• 5 Year warranty

Order Nos. Description CTN

1017-9000-30 Backup, Single V-LED, 7” Round, Clear Lens 12

0C80-2684-30 Replacement cover lens kit for 1017 backup 12

0E30-2262-37 V-LED Kit, 1 watt, Clear, 12 pcs 1

LED, 9186-5585-30 Series
• Low amp draw
• 20 LED's
• Fully encapsulated electronics
• Flat back design

Order Nos. Description Amp Draw 12V CTN

9186-5586-30 7", econ. LED, black base .26 12

Incandescent, 1013 Series 
• Your choice of chrome flange or black base
• Available in flat back or socket back
• DOT (FMVSS108) compliant

Order Nos. Description Amp Draw 12V CTN

1013-1100-30        7", socket back, black base, #1141 bulb, clear 1.9 48

1013-6300-30        7", flat back, chrome flange, #1141 bulb, clear 1.9 32

1013-7100-30 7", flat back, black base, #1141 bulb, clear 1.9 32

1003-1000-30        Repl. lens, acrylic, clear              12

1014-0000-00        Repl. gasket, lens                      12

1015-0000-00        Repl. mounting pad for panel mount         12

1016-0000-00        Repl. mounting pad for chrome flange mount               12

9018-0019-00 Repl. bulb #1141, 21cp 100

9186-5586-30
LED

1013-1100-30
Incandescent

1017-9000-30
V-LED™
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3800-4600-7800 Series Backup
These lamps feature a lens and reflector that are sealed eliminating 
problems associated with moisture and dust infiltration. Available in  
LED as a supplemental lamp. 

• Sealed lens and reflector
• Available in panel or chrome flange mount
• Low amp draw for LED

Order Nos. Description Amp Draw 12V CTN
3841-0000-30 3"X7" panel mount, #1156 bulb, clear 2.1 6
3842-0000-30 3"X7" bezel mount, #1156 bulb, clear 2.1 6
3871-8000-30 3"X7" LED, panel mount, auxilliary backup 0.62 6
3872-8000-30 3"X7" LED, bezel mount, auxilliary backup 0.62 6
4641-0000-30 4"X6" panel mount, #1156 bulb, clear 2.1 6
4642-0000-30 4"X6" bezel mount, #1156 bulb, clear 2.1 6
4671-8000-30 4"X6" LED, panel mount, auxilliary backup 0.62 6
4672-8000-30 4"X6" LED, bezel mount, auxilliary backup 0.62 6
7841-0000-30 7"x9" panel mount, #1156 bulb, clear 2.1 6
7842-0000-30 7"x9" bezelel mount, #1156 bulb, clear 2.1 6

Service Parts For 3800, 4600 Backup
Order Nos. Service Parts for 3800, 4600, 7800 Backup CTN
0C90-0350-33 Repl. lens/refl assy, 4600 6
0C90-1028-33 Repl. lens/refl assy, 3800 6
0D30-0377-00 Repl. mounting pad,  4600 series,  bezel mount 6
0D30-0385-00 Repl. mounting pad,  4600 series,  panel mount 6
0D30-1026-00 Repl. mounting pad for 3800 series, bezel mount 6
0D30-1027-00 Mounting pad for 3800 series, panel mount 6
0K90-0336-00 Repl. socket, single contact 10
9018-0013-00        Repl. bulb: #1156, 32cp       100

9186-4500 Series, 3.875” Backup
This lamp can be used as a backup or utility lamp. 
• Polycarbonate lens
• Black ABS trim ring
 

Order Nos. Description Amp Draw 12V CTN

9186-4570-30 Black bezel, 1 wire, #1156 bulb     2.1 100

9186-4571-30 Black bezel, 2 wire , #1076 bulb     1.8 100

9018-0013-00        Repl. bulb, #1156, 32cp                100

9018-0025-00        Repl. bulb, #1076, 32cp    100

            	

9186-5000 Series, 4” Backup
These 4" backup lights are fully sealed to prevent dirt and moisture infiltration. 
The 9186-5515 flange mount secures the lamp to the vehicle and a MP150 
connector provides a quick connection.  The kit includes the lamp, mounting 
grommet and plug.

• Polycarbonate lens
• Sealed lamp
• "Sure seal" connector

Order Nos. Description Amp Draw 12V CTN

9186-5301KC 4" backup, clear, incand, grommet mount w/ metripack con 2.1 50

9186-5515-31 4" backup, clear LED, flange mount, w/metripack con .34 10

9186-5526-30 4" backup, clear LED grommet mount .34 10

3841-0000-30

4641-0000-30

9186-4570-30

9186-5300KC 9186-5526-30

9186-5515-31
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9186-8560-29

2710-1100-20

2710-0100-20

9186-8560 Series, Turn / Marker,  2.91" X 3.69"
Available in LED. Functions as a side turn indicator* or marker light.   

• Stainless steel housing
• No rust or corrosion issues
• Durable polycarbonate lens 

Order Nos. Description Amp Draw 12V CTN

9186-8580-29 LED turn/marker, amber 0.1/0.4 24

9186-8560-29             Marker w/ground tab, #1157 bulb, amber .59/2.1 50

9186-8589-24 LED amber side turn/mrkr custom leads 0.1/0.4 24

0C12-1181-00 Repl.  lens, polycarbonate, amber 12

0D10-1176-00 Repl.  gasket, lens 12

0D30-1092-00 Repl.  mounting pad 12

9018-0020-00        Repl.  bulb: #1157, 32/3cp         100
*no current DOT requirement for side turn

2710 Series, LED Side Turn / Marker, 6” x 2.65”
This lamp features eleven high-brightness LED's to provide an effective signal.  
The inner lens optics direct most of the light rearward into the vehicle blind  
spot area. The acrylic lens and base are vibration welded to achieve a water-tight  
seal. All electronic components are potted for added protection. The lamp uses  
a sealed connector to enable a reliable interconnect between the lamp and the  
vehicle. Metal bushings are inserted at the mounting points for added durability.  
Standard equipment on Navistar ProStar®.

• Excellent blind spot signal coverage
• Sealed lens/housing with potted electronics
• Metal bushings at mounting points

Order Nos. Description AMP Draw CTN

2710-0100-20 Amber LED Turn/Marker, Amber Lens .13/.05 50

2710-1100-20 Amber LED Turn/Marker, Clear Lens .13/.05 50

0K90-2869-00 Plug Assembly, 3-Wire 10

0D10-2753-00 Mounting Pad 12
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5150 / 5180  Series, Marker, 1.5" X 3.5", PC Rated
These lamps feature a tough acrylic lens with a built-in shield for added durability.  The LED lamp provides reliable, long-life service.  
Both lamps meet combination clearance and marker functions. 

• Built-in shield
• Armored metal shield available separately
• Low amp draw 

Order Nos. Description Amp Draw CTN

5150-0100-10 Marker, incandescent w/plug,  red 0.35 200

5150-0100-20 Marker, incandescent w/plug,  amber 0.35 200

5180-0100-10  Marker, LED, no plug,  red 0.04 200

5180-0100-20  Marker, LED, no plug,  amber 0.04 200

5180-0110-10  Marker, LED w/plug,  red 0.04 200

5180-0110-20  Marker, LED w/plug,  amber 0.04 200 

0J10-2161-BK Shield for 5150/5180, powder coat black 50

0J10-2161-GY Shield for 5150/5180, powder coat grey 50

0K90-1601-00 Socket wedge base, w/delphi for 5150 10

0K90-1803-00 Plug assm, 2 wire, for 5180 lamp 10

0D10-1630-00 Replacement mounting pad 12

9018-0012-00 Replacement bulb #168 100

5150-0000-10

5180-0100-20
Shown with optional guard (OJ10-2161-BK)

5180-0100-10
Shown with optional Shield (OJ10-2161-GY)

5180-0100-10
Shown with 0K90-1803-00 Plug Assembly

W
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0J10-1200-00
Brush Guard

9186-1500 Series, 1.1” X  2.59” LED Marker Lamp
These lamps utilize LED technology for unsurpassed life and reliability. Two lead wires exit for 
isolated ground or chassis connection.  Use the 0J10-1200 brush guard for added durability.

• Low amp draw
• Sonic-welded base and lens
• Offered in a variety of colors
• Stainless brush guard available 

Order Nos. Description
Amp 
Draw 
12V

CTN

9186-1500-10     LED clearance/marker, red  0.05 48

9186-1500-20 LED clearance/marker, amber 0.05 48
9186-1501-30 LED utility, clear 0.05 48
9186-1501-40 LED utility, blue 0.05 48
9186-1501-50 LED utility, green 0.05 48
0J10-1200-00    Brush guard, stainless steel - 50
0D10-1208-00 Mounting pad for brush guard - 12
0D10-1530-00 Repl.  mounting pad - 12

9186-1501-30

9186-1500-20

9186-1500-10

8101/8102 Series, Miniature License Illuminator
This surface mount lamp features a tough housing and lens for a long life.   
Available in LED and incandescent.

• Miniature, only 2.8" wide & 2" high
• Tough housing and lens

Order Nos. Description Amp 
Draw 12V CTN

8101-0100-30 License lamp, #168 bulb, 3 CP w/delphi conn 0.35 100
8102-0100-30 LED licence lamp w/delphi conn 0.1 100
9018-0032-00 Repl.  bulb, #168, 3CP     100

	

8102-0100-30

8101-0100-30

5210 / 5211 Series, LED Marker Lights
These compact, low profile LED Marker Lights are grommet mounted and protrude less than 3/8" from the vehicle surface 
eliminating the need for shields or branch protection. The lamp mounts in a 3/4" diameter hole and does not require any additional 
fasteners.  D.O.T. certified and PC rated for combined clearance and side marker functions.

•  5210 Series have a colored lens. Available colors - red and amber for D.O.T. 
    applications; white, green and blue for accent and indication applications
•  5211 Series have a clear lens with colored LEDs. Available colors - red and amber for 
    D.O.T. applications; green and blue for accent and indication applications

Order Nos. Description 12 V  Amp. CTN

5210-1000-10 LED marker lamp,  red LED/lens, grmt mt. .05 100

5210-1000-20 LED marker lamp,  amber LED/lens, grmt mt. .05 100

5210-1000-30 LED marker lamp,  clear LED/lens, grmt mt. .02 100

5210-1000-10

5210-1000-20
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8080 / 8081 Series 8.02" x 4.1" LED Cab Dome Light
This standard cab dome light is available in incandescent and LED.  Available in black or grey bezel,	  
and in +Battery (-8000) for multiplexed systems, or Ground (-7000) switching configurations.

• Black (8080) or grey (8081) bezel
• +Battery (-8000) or ground (-7000) switching configurations
• Meets NFPA Illumination

Order Nos. Description
Amp Draw 

12V
CTN

8080-0000-13 Dual dome, bulb, ground switched, black bezel, red/clear 2/4 60

8080-1000-13 Dual dome, bulb, +batt switched, black bezel, red/clear 2/4 60

8080-7900-13 Dual dome, LED, ground switched, black bezel, red/clear, 4-wire 0.4/0.8 60

8080-8900-13 Dual dome, LED, +batt switched, black bezel, red/clear, 4-wire 0.4/0.8 60

8081-0000-13 Dual dome, bulb, ground switched, grey bezel, red/clear 2/4 60

8081-1000-13 Dual dome, bulb, +batt switched, grey bezel, red/clear 2/4 60

8081-7900-13 Dual dome, LED, ground switched, grey bezel, red/clear, 4-wire 0.4/0.8 60

8081-8900-13 Dual dome, LED, +batt switched, grey bezel, red/clear, 4-wire 0.4/0.8 60

0C10-2228-10 Lens, 8080/8081 series, red 12

0C10-2228-30 Lens, 8080/8081 series, clear 12

0C10-2228-40 Lens, 8080/8081 series, blue 12

	

8086 Series 9.65" x 4.81", Red/Clear Interior Lamp, Euro-Style On / Off Switch
With the same concept as the 8080/8081 series, this lamp features euro-style buttons.  

• Black bezel
• Off-the-shelf bulb
• Blue lens available

Order Nos. Description Amp Draw 12V CTN

8086-6978-68 Dome, w/push buttons, red/clear lens, #922 bulb 0.98/1.96 60

0C11-1223-00 Replacement lens, red 12

0C13-1225-00 Replacement lens, clear 12

0C14-1226-00 Replacement lens, blue 12

0E13-1878-00 Replacement bulb: #922, incandescent,  15 CP 100

8086-6978-68

8080-7900-13

8081-7900-13
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8046-0320-80

8052 Series, 8” LED Recessed Low Profile Interior Dome Lamp
The 8052 Series is an ultra slim LED lamp with a low profile design with integrated cooling fins. Extending less that 3/16" (4.8mm) below 
the headliner, the 8052 series frees up headroom space. The cast housing design improves cooling performance providing additional 
light, excellent lumen stability, and longer operational life.  With 1000 lumens, this lamp delivers light evenly and consistently through-
out the entire working space. 
The 8052 series incorporates many features placing it at the top of its class. This lamp is designed around lighting the entire working 
area efficiently and consistently, giving EMTs the exact light they need. 
• Excellent for illumination throughout the working area; including cot, floor, and compartments
• The low profile shape moves the LEDs closer to the lens surface to provide increased lighting of upper compartments
• High and low brightness or Pulse Width Modulation (PWM) operation to dim light from high setting
• 4100k color temperature which closely mimics daylight for excellent rendering of skin tones
• Diffused lens for “soft” illuminated appearance
• Ultra low profile, flush mount design; minimum protrusion ( 3/16" or 4.8 mm) into working area
• Slim pan depth ( 11/16" or 17.5 mm) allows for more room to run wires, insulation, etc. in the headliner
• Rugged die cast aluminum construction; built-for-life
• Die cast housing with unique styled heat-sinking keeps LEDs running cooler which  
   equals brighter and longer life
• Meets GSA-KKK  and NFPA 1917 standards for illuminations
• 5 year warranty
• Built on the same platform and a family product with the 8051 ultra-bright 1000 lumen dome lamp
• 12V only

Order Nos. Description Amp Draw 12V Amp Draw 24 CTN
8052-0000-30 Recessed Low Profile Interior Dome Lamp 1.5 .62 20
0C20-3179-00 Replacement lens for 8052 70

8052-0000-30

0N80-2485 Series, PWM Converter, 2 Channel 
This module eliminates the flicker that is sometimes associated with PWM dimming  
of LED dome lamps.  The module has two channels and can supply up to  
10 amps per channel.  Maximum output for both channels combined is 15 amps.

• Can be used with 8000 Series LED dome lamps

Order Nos.         Description CTN
0N80-2485-00 PWM Converter, 2 Channel 1
0K90-3448-00 Connector Kit for PWM Converter 1

0N80-2485-00

8" Recessed lnterior Dome Lamp
Available in patented V-LED technology, Incandescent or Halogen, the 8" LED Interior Dome Lamp minimizes heat and vibration issues, 
and requires less current draw. This LED dome lamp features patented V-LED technology for optimal light output. LED's are serviceable, 
allowing the lamp to be upgraded as LED technology progresses. Light output is 750 lumens  
while consuming only 10 watts of power. A new deeper housing  
provides a completely flush mounted lamp. Surface mount  
version also available. 

8040 Series:
• Meets GSA-KKK specifications when installed properly
• Single or Hi/Low operation

Order Nos. Description Amp 
Draw 12V CTN

8046-0300-80 Recessed mount, single bulb #gh9, ss body,clear lexan lens 2.9 32
8046-0320-80 Recessed mount, hi/lo, #gh9/#906, ss  body, clear lexan lens 2.9/.69 32
9018-0034-00 Replacement bulb, #gh9 halogen 37.5w for 8046 series 100
9018-0035-00 Replacement bulb, lo, #906, 6cp for 8046-0320-80 100
1003-0000-80 Replacement lexan lens for 8040/8046, clear 12
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2630 / 2631 Series Dome/Pump Panel Lamp
The 2630 and 2631 lamps can be used as a dome or in pump panel applications directly replacing 
the 2030 series lamps.  The LED version features a slim profile allowing for improved clearance and 
lowered amperage current draw.  Both lamps are all plastic construction and fully sealed to 
prevent moisture, dirt and corrosion issues. 

• Directly replaces current 2030 series pump panel and compartment lamps
• Fully sealed, surface mount with foam mounting pad
• 2630 - 21 CP incandescent – 1.44 Amp draw
• 2631 – 6 CP 20 LEDs - 0.3 amp draw
• 2631 – slim profile (.78" thick) 
• Measures 2.5"x6"

Order Nos. Description Amp Draw 12V CTN

2630-0000-30 Incandescent sealed lamp 1.44 72

2631-0000-30 LED sealed lamp 0.3 72

2631-0000-30

2630-0000-30

V26S

8270-0100-30 LED Work Lamp
This OEM approved LED work lamp features four mid-power LED's, 
providing 120 lumens of brilliant white light. The engineered optics 
focus the light downward onto the work area. Lamp mounting points 
include nickel plated brass bushings to provide durable installation 
to the vehicle. Lens and base are vibration welded and electronics are 
potted to ensure years of worry-free service. Lamp fits standard 4" round 
flange mount applications - great for heavy truck hook-up work areas. 
Also works great as a bus loading lamp around entry/exit doors. 12V Only. 
Standard equipment on Navistar ProStar®.

Order Nos. Description Amp 
Draw 12V CTN

8270-0100-30 LED Work Lamp .18 50
0K90-3101-00 2 wire plug 12

V26S / V34S Diamondback V-LED Utility Lamps
With all the same features as our Diamondback Scene Lamps, the V26S and V34S are available for use as compartment, 
stepwell, boarding, and area lighting lamps.  These lamps are surface mounted, and fully upgradable/serviceable. 

• High optical efficiency maximizes illumination with minimum current draw
• High precision optical elements direct lighting onto work surfaces which minimizes scatter
• High impact polycarbonate lens with anti-scratch hard coating
• Integral mounting pad
• Optional chrome plated bezels with molded mounting pads
• 5 year warranty

Order Nos. Description
Amp 
Draw 
12V

Amp Draw 
24V

CTN

V26S 2x6 DB Utility lamp  .46  .23 1
V34S 3x4 DB Utility lamp .46 .23 1
V34S-9009 3x4 DB Utility lamp w/Delphi connector .46 .23 1
0C20-2408-30 2x6 Cover Lens, Clear   1
0C20-2191-30 3x4 Cover Lens, Clear 1
0B80-2495-00 Bezel Kit, 2X6 Diamondback 1
0B80-2334-00 Bezel Kit, 3x4 Diamondback 1

See page 117 for Diamondback 3x7, 4x6, and 7x9 Scene Lamps.

8270-0100-30
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0J10-0393-00

9186-23882-30

9186 Series, Stepwell Lamp 
• Your choice of 21, 32, 50 candlepower
• Molded mounting pad provides an excellent seal
• Stainless construction, no corrosion issues

Order Nos. Description Amp Draw 12V CTN
9186-8562-30        Stepwell,  32CP, #1156 bulb, clear 2.1 24
9186-8563-30        Stepwell, 32CP, #1156 bulb,  w/ground wire, clear  2.1 24
9186-8563-34 Stepwell, 32CP, #1638 bulb,  w/ground wire - 24v 1.0 24
9186-8564-30        Stepwell,  21CP, #1141 bulb, clear 1.4 24
9186-8565-30        Stepwell, 21CP, #1141 bulb,  w/ground wire, clear  1.4 24
9186-8566-30        Stepwell, 50CP, #1195 bulb, clear 3.0 12
0C63-1180-00 Repl. lens, glass, clear 12
0D10-1176-00 Repl. gasket, lens 12
0D30-1092-00 Repl. mounting pad 100
9018-0013-00        Repl. bulb: #1156, 32CP                100
9018-0019-00        Repl. bulb: #1141, 21CP                100
9018-0051-00 Repl. bulb: #1638, dc 32CP   100

9186 Series, License Illuminator / Stepwell
This lamp can be used in a license or stepwell application.

• Corrosion resistant
• Die cast zinc housing and ABS base
• Twist-lock socket for easy bulb service
• Available with isolated ground for non metallic surface mounting

Order Nos. Description Amp Draw 12V CTN
9186-23882-30       Stepwell & utility, #906 bulb, clear    0.69 100
0J10-0393-00        Bracket, black 10
9018-0035-00        Repl.  bulb,   #906 WB 6CP                 100
9186-23882-2540 Repl.  mounting pad 12

	

LED Courtesy Lamps
Small In Size, Large In Light Output. These miniature LEDs are available in amber, blue, clear, green and red. These weatherproof LEDs 
are potted in epoxy for added durability. Lamp measures only 1.13" x .75"

• Your choice of chrome or black body
• Excellent for water level indicator
• Low amp draw

Order Nos. Description Amp Draw CTN
9186-2300-xx  LED courtesy, black 0.025 50
9186-2301-xx LED courtesy, chrome 0.025 50

Note: xx Denote (-10 red), (-20 amber), (-30 clear), (-40 blue), (-50 green)

9186-8563-30

9186-2300-10

9186-2300-30

9185 Series, 4” Utility Lamps
This recessed mount lamp series can be used as a compartment or an underbody lamp. The 9185-40034 series features epoxy-sealed 
terminals and can be used for underbody applications.  An aluminum bracket is available separately for underbody illumination.  

Order Nos. Description
Amp 

Draw 12V
CTN

9185-40003-3 Utility/grommet kit, clear             1.4 50

9185-40034          Utility kit, clear 1.4 50

0J10-0503-00        Mounting bracket for underbody application, 9185-40003 48

9185-40003-3
0J10-0503-00
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8240-2100-30

8280-4110-30 

8250 Series, LED Swivel Reading Lamp
This lamp features two mid-power white LED's to provide 100 lumens of light output. The convex lens optic efficiently focuses the light 
onto the target reading surface. The lighthead swivels, allowing the user to position the light beam toward the desired 
location. The lamp features a prominent ON/OFF switch for easy activation in low-light conditions. The lamp 
has an integral connector to enable a reliable connection to the vehicle harness.
 
•	 100 lumen total light output
•	 Adjustable swivel lighthead
•	 Prominent ON/OFF switch
•	 12V operation

Order Nos. Description Amp  
Draw 12V CTN

8250-4100-30 LED Swivel Reading Lamp, Graystone .1 24
0K90-3187-00 Plug Assembly, 2-Wire 1 8250-4100-30

8280 Series, LED Accent Lamp with Switch Control
Truck OEM qualified LED compartment lamp.  Lamp exceeds  SAE  and abusive heavy-truck performance and durability requirements.   
Lamp is designed for interior cabinet/compartment illumination with broad illumination pattern and consistent color temperature.   
User can control lamp operation by pressing lens. Snap-in design and integral connector plug provide rapid installation and clean look 
with no visible fasteners.
 
•	 Lamp utilizes two white mid-power LEDs, providing  70 lumens of effective illumination
•	 Automotive-grade LEDs are used to provide life of the vehicle service
•	 Lamp is operated by push-button switch in the lens or by a remote switch in the vehicle
•	 Integral connector provides reliable interconnect with vehicle harness
•	 Snap-in mounting design eliminates the need for unsightly fasteners

Order Nos. Description Amp  
Draw 12V

CTN

8280-4110-30 LED Accent Lamp with Switch, Graystone 0.1 50

0K90-3442-00 Plug Assembly, 3-Wire 1

8220-4100-30

8220 Series, LED Cab Dome Lamp
Truck OEM qualified LED interior dome lamp.  Lamp exceeds SAE and abusive heavy-truck performance and durability requirements. 
Lamp is designed to illuminate cab interior with broad illumination pattern and consistent color temperature. 
Snap-in design and integral connector plug provide rapid installation to headliner and clean look with no visible fasteners.
 
•	 Lamp utilizes six white mid-power LEDs, providing 220 lumens of effective illumination
•	 Automotive-grade LEDs are used to provide life of the vehicle service
•	 Custom engineered lens system directs light efficiently while  
	 providing an aesthetically pleasing appearance
•	 Integral connector provides reliable interconnect with vehicle harness
•	 Snap-in mounting design eliminates the need for unsightly fasteners

Order Nos. Description Amp  
Draw 12V

CTN

8220-4100-30 LED Cab Dome Lamp, Graystone 0.3 50

0K90-3442-00 Plug Assembly, 3-Wire 1

8240 Series, LED Cab Dome Lamp with Switch
Truck OEM qualified LED interior dome lamp. Lamp exceeds SAE and abusive heavy-truck performance and durability requirements. 
Lamp is designed to illuminate cab interior with broad illumination pattern and consistent color temperature.
Snap-in design and integral connector plug provide rapid installation to headliner and clean look with no visible fasteners.
 
• Lamp utilizes four white mid-power LEDs, providing 145 lumens of effective illumination
• Automotive-grade LEDs are used to provide life of the vehicle service
• Lamp is operated by push-button switch in the lens or by a remote switch in the vehicle
• Integral connector provides reliable interconnect with vehicle harness
• Snap-in mounting design eliminates the need for unsightly fasteners

Order Nos. Description Amp  
Draw 12V CTN

8240-2100-30 LED Cab Dome Lamp with Switch, Dark Neutral 0.2 50
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3862-0000-33

H l D  Scene Lighting
• Generates truer, daylight illumination
• 250 Candle Power – 3200 Lumens
• Instant restrike
• Consumes 33% less power than halogen (35w HID vs. 50w halogen)
• Rated at 3,000 hours of service
• Bulb is serviceable
• Ballast and interconnects included
• Designed for 12v applications

Order Nos. Description Amp Draw 12V CTN

3862-0000-33 3" X 7" HID scene, bezel mount, clear 2.6* 6
4662-0000-33 4" X 6" HID scene, bezel mount, clear 2.6* 6
7862-0000-33             7" X 9" HID scene, bezel mount, clear  2.6* 6
0E93-1571-00 Repl. bulb/adaptor assy 1
0N00-1471-00 HID Ballast 1
0L40-1472-00 Harness 1
0D00-1569-00 HID Spacer 3800 1
0D00-1570-00 HID Spacer 4600 1
0D00-1458-00 HID Spacer 7800 1

*after bulb warm up

3800, 4600, 7800 Series Halogen Scene Lamps
Weldon’s Halogen Scene lights feature a combination of 15 to 26 degree optics to effectively illuminate the work area.  The lens and 
reflector are sealed eliminating the problems of dust and moisture infiltration. 

Order Nos. Description Amp Draw 12 V CTN
3811-0000-33 3” x 7”Halogen, #886, panel mount, clear 3.9 6
3812-0000-33 3” x 7”Halogen, #886, bezel mount, clear 3.9 6
4611-0000-33 4” x 6”Halogen, #886, panel mount, clear 3.9 6
4612-0000-33 4” x 6”Halogen, #886, bezel mount, clear 3.9 6
7811-0000-33 7” x 9”Halogen, #886, panel mount, clear 3.9 6
7812-0000-33 7” x 9”Halogen, #886, bezel mount, clear 3.9 6

Order Nos. Service Parts for 3800, 4600,  7800 Series & HID Scene Lamps CTN
0C90-0350-33 Repl. lens/refl assy, clear, scene/backup, for 4600 6
0C90-1028-33 Repl. lens/refl assy, clear, scene/backup, for 3800 6
0C90-1138-33 Repl. lens/refl assy, sf-scene, for 7800 6
0D30-0377-00 Repl. mounting pad,  4600,  bezel 6
0D30-0385-00 Repl. mounting pad,  4600,  panel 6
0D30-1026-00 Repl. mounting pad, 3800, bezel 6
0D30-1027-00 Repl. mounting pad, 3800, panel 6
0D30-1136-00 Repl. mounting pad, 7800, bezel 6
0D30-1137-00 Repl. mounting pad, 7800, panel 6
0E22-1357-00             Repl. bulb: #886, halogen, right angle base, 100  cp @ 12.8 v, 3.9a 100
0K90-1806-00 Scene lamp socket/harness kit, 886 bulb 10
0D10-1025-00 Repl. gasket between lamp/bezel 3800 6
0D10-0334-00 Repl. gasket between lamp/bezel 4600 6
0D10-1035-00 Repl. gasket between lamp/bezel 7800 6
OB53-1016-00 Bezel 3"x7"
OB53-0333-00 Bezel 4"x6"
OB53-1125-00 bezel 7"x9"

7812-0000-33

3811-0000-33

4612-0000-33

4662-0000-33

7862-0000-33
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Diamondback™ LED Scene Lamp
To provide a seamless look across your apparatus, use the Diamondback LED scene lamp in conjunction with your Diamondback LED 
warning lamps. Unlike other LED scene lamps the Diamondback LED scene lamp is surface mounted. No large body cut outs required.

• Patented Diamondback styling to complement warning lamps
• Very high optical efficiency maximizes illumination with minimum current draw
• High precision optical elements direct lighting onto work surfaces which minimizes scatter
• Efficient electronic regulation reduces current draw and maintains LED intensity throughout 
   the lamps operating voltage range of 11-32V (intensity may diminish below 11V input)
• Eight (8) element lamps operate at 12W (1A), Sixteen (16) element lamps operates at 24W (2A)
• Diamondback combination warning/scene  available.  See page 116
• Like all Diamondback products, these scene lamps offer:
	 - 5 year warranty
	 - High-impact polycarbonate lens with anti-scratch hardcoating
	 - V-LED devices to maximize thermal and optical performance
	 - Fully upgradable/serviceable components
	 - Integral mounting pad
	 - Optional chrome plated bezels with molded mounting pads
	 - V79S light output of 1200 lumens

3x4 and 2x6 V-LED Utility lamps are also available.   See page 136.

Order Nos. Description Amp Draw 
12V

Amp 
Draw 
24V

CTN

V37S Diamondback LED scene, 3X7, 8 element .92 .45 6

V46S Diamondback LED scene, 4X6, 8 element .92 .45 6

V79S Diamondback LED scene, 7X9, 16 element 1.84 .96 6

Bezel kits available separately

Bezel Kits Part Numbers

Order Nos. Description CTN

0B80-2335-00 Chrome bezel kit for 3"X7" Diamondback 6

0B80-2336-00 Chrome bezel kit for 4"X6" Diamondback 6

0B80-2337-00 Chrome bezel kit for 7"X9" Diamondback 6

0C20-2170-30 V37 replacement cover lens, clear 6

0C20-2177-30 V46 replacement cover lens, clear 6

0C20-2184-30 V79 replacement cover lens, clear 6 V79S

V46S

V37S

V26S

V34S
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